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SCHEDULE OF QUANTITIES
HOT-MIX ASPHALT SURFACE REMOVAL — BUTT JOINT

LOCATION AREA

(sa YD)
SPRING STREET (STA 55+67) 85
KINGSPORT DRIVE (STA 67+29 RT) 34
HOBART DRIVE (STA 67+34 LT ‘ 63
KINGSPORT DRIVE (STA 67+58 RT) 34
HOBART DRIVE (STA 67+63 LT) 67
SANDHURST LANE (STA 74+3t LT) 74
IONE DRIVE (STA 76+97 RT) 63
SPRING STREET (STA 80+00) 85
TOTAL 505

SPRING STREET
STA 55467 TO STA 80+00

EX ROW ¢ EX ROW
| 33 - 50° SPRING STREET 50 '
1 5 A 18 18° 10"
EOP TO ¢ ¢ TO EOP :
| J
. L AS INDICATED IN PLANS OR AS
EXISTING TYPICAL SECTION DETERMINED BY THE ENGINEER

HOT-MIX ASPHALT MIXTURE REQUIREMENTS NOTES:

I. CONTRACTOR SHALL MILL BEFORE PATCHING.

HOT-MIX ASPHALT MIXTURE REQUIREMENTS

MIXTURE TYPE

AIR VOIDS @ Ndes

RESURFACING

HOT-MIX ASPHALT SURFACE COURSE, MIX ‘D', N70 (IL-9.5mm); 2"

4% @ 70 GYR.

DRIVEWAYS

HOT-MIX ASPHALT SURFACE COURSE, MIX “D“, NTO (IL-3.5mm} 2" 4% e 70 GYR.
HMA BASE COURSE (HMA BINDER IL-19 mm); CE - 8“ 4% & 50 GYR.
_PATCHING )

CLASS D PATCHES (HMA BINDER IL-19 mm) TYPE [ - 1V - 7-INCH 4% e 70 GYR.
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EX ROW

33 - 50°

¢
SPRING STREET 50°

EX ROW

5

EXISTING LEGEND

HOT-MIX ASPHALT SURFACE COURSE, 1 1/2”
HOT-MIX ASPHALT BINDER COURSE, 1 172"
HOT-MIX ASPHALT BASE COURSE, 6
AGGREGATE SUBGRADE, 12"

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24

EXISTING SIDEWALK

AGGREGATE BASE COURSE

GROUND SURFACE

HOT-MIX ASPHALT SURFACE REMOVAL, 2"

18°

18’ 10

EOP T0 ¢

PROPOSED TYPICAL SECTION

¢ TO EOP

L AS INDICATED IN PLANS OR AS
DETERMINED BY THE ENGINEER

2 ADJACENT TO CURB AND GUTTER OR SIDEWALK

COMBINATION CONCRETE CURB AND GUTTER REMOVAL AND REPLACEMENT

SIDEWALK REMOVAL
ITEM TO BE REMOVED

REMOVAL AND REPLACEMENT

SPRING STREET
STA 55467 TO STA 80+00

000006

PROPOSED LEGEND

HOT-MIX ASPHALT SURFACE COURSE, MIX “D”, N70 - 2"

CLASS D PATCHES, TYPE I - IV, 7-INCH

PORTLAND CEMENT CONCRETE SIDEWALK 5 INCH

COMBINATION CONCRETE CURB AND GUTTER REMOVAL AND REPLACEMENT
TOPSOIL FURNISH AND PLACE, 4"

SODDING

LEGEND NOTES:

1.

SIDEWALK REMOVAL AND REPLACEMENT TO BE DETERMINED BY THE ENGINEER,
UNLESS OTHERWISE SHOWN.

- 2. CURB AND GUTTER REMOVAL AND REPLACEMENT TO BE DETERMINED BY THE
ENGINEER, UNLESS OTHERWISE SHOWN.

THE UNIT WEIGHT USED TO CALCULATE ALL HOT-MIX ASPHALT SURFACE MIXTURES IS 112 LBS/SQ. YD./IN

THE ““AC TYPE” FOR POLYMERIZED HMA MIXES SHALL BE ““SBS/SBR PG 70-22'" AND FOR NON-POLYMERIZED HMA

THE “AC TYPE” SHALL BE PG 64-22'° UNLESS MODIFIED BY DISTRICT ONE SPECIAL PROVISIONS.

FOR “PERCENT RAP” SEE DISTRICT ONE SPECIAL PROVISIONS.
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